The influence of leading edge sheet cavitation and supercavitation on the added mass effects experienced by a 2-D NACA0009 truncated hydrofoil has been experimentally investigated in a hydrodynamic tunnel. A non-intrusive excitation and measuring system based on piezoelectric patches mounted on the hydrofoil surface was used to determine the natural frequencies of the fluid-structure system. The appropriate hydrodynamic conditions were selected to generate a range of stable partial cavities of various sizes and also to minimize the effects of other sources of flow noise and vibrations. The main tests were performed for different sigma values under a constant flow velocity of 14 m/s and for incident angles of both 11 and 21. Additionally, a series of experiments in which the hydrofoil was submerged in air, partially and completely submerged in still water and without cavitation at 7 and 14 m/s were also performed. The maximum added mass effect occurs with still water. When cavitation appears, the added mass decreases because the cavity length is increased, and the added mass is minimum for supercavitation. A linear correlation is found between the added mass coefficients and the entrained mass that accounts for the mean density of the cavity, its dimensions and its location relative to the specific mode shape deformation.
Introduction
The prediction of the dynamic behavior of a structure during its design phase is a key issue. The calculation of modal parameters such as natural frequencies and mode shapes is necessary to anticipate its response to an external dynamic load. An extensive body of academic literature addresses the topics of theoretical, experimental and computational approximations to the dynamic response of solid bodies with multiple configurations. Blevins (1979) summarized many of the most important formulas and principles used in this field.
If a solid structure is partially or completely submerged in a high-density fluid, its dynamic response will differ from its response in vacuum (Blevins, 1979; Brennen, 1982) . This phenomenon is due to the added mass effect, which is a result of the inertia of the surrounding fluid entrained by the accelerating structure. This phenomenon has been widely investigated for various solid configurations in air and in both fully and partially submerged in water.
A study was performed by Lindholm et al. (1965) on cantilever beams both in air and submerged in water. Experimental results with natural frequencies showed reasonably good agreement with plate theory approximations. Consequently, empirical correction factors were obtained for the added mass taking into account the aspect and thickness ratios of the beams. Sewall et al. (1983) successfully compared experimental and analytical data related to the vibration frequency of the fundamental mode of a three-sided membrane in air. They also found that the added mass effect on a cylinder was overestimated when using the same analytical method. More recently, Kimber et al. (2009) studied the interaction between two cantilever structures vibrating in air for various configurations. They verified that resonance frequencies and aerodynamic damping depend on the vibrating phase difference between the plates.
Furthermore, several analytical models have been built to carefully analyze the dependency of the added mass effect on various parameters. For example, Blevins (1979) determined that the added mass of a structure vibrating in a still fluid is essentially a function of the geometry of its surface, its relative position to the boundary conditions, the amplitude and direction of its vibration and a Reynolds-like coefficient as shown in the following formula:
A still fluid ¼ rf geometry,
where X o is the amplitude of vibration in a given direction, D is the characteristic length, f is the frequency of vibration and W is the kinematic viscosity of the fluid. Amabili (1996) presented a model to estimate the natural frequencies and mode shapes of partially filled shells. Conca et al. (1997) showed that the added mass matrix for a mechanical structure vibrating in an incompressible fluid does not depend on the viscosity. Yadykin et al. (2003) found that for a flexible plate oscillating in a fluid, either an increase of the order of the mode of vibration or a decrease of the aspect ratio leads to a decrease of the added mass effect. In the field of hydraulic machinery, fluid-structure interaction (FSI) phenomena involving hydrofoils are a major concern, and several investigations have been performed on this topic. Ducoin et al. (2010a) experimentally studied the vibrations induced in a hydrofoil by the laminar to turbulent boundary layer transition and determined their significance and dependence on the vortex shedding frequency. Olofsson (1996) experimentally studied the dynamic performance of partially submerged propellers. Using numerical simulations, Moussou (2005) Fine et al. (2001) , no experimental results quantifying the added mass effects of partial sheet cavitation on a hydrofoil have been presented. Other effects caused by cavitation, however, have been extensively reviewed, such as the modification of lift and drag (Amromin et al., 2003) and the risk of cavitation erosion .
The presence of cavitation and the associated added mass effects are relevant to applications in water turbines and pumps. Currently, only the effects of water surrounding turbine runners have been investigated both experimentally and numerically, but these investigations have not considered the presence of cavitation on the blades (see, for example, the work of Rodriguez et al. (2006) and Liang et al. (2007) ). It should be noted that the current trend of regular operation of the hydraulic machines beyond their design specifications renders the machines more prone to cavitation problems. It is, therefore, necessary to estimate dynamic responses under such extreme conditions to reduce damage due to material fatigue.
Background
The general equation of motion for a body vibrating in a still fluid is
where M is the mass of the body, C is the structural damping, K is the stiffness and F is the force applied to the body by the entrained fluid. Assuming that the fluid force takes the form
the general equation of motion for a body vibrating in a fluid may be written as
where A fluid and B fluid are the added mass and the added damping respectively. As shown in (4), the added mass is in phase with the acceleration of the structure and the added damping is in phase with the velocity. Typically, the fundamental frequency of mode i for a lightly damped structure vibrating in-vacuum conditions can be expressed as
where k i and m i are the modal stiffness and the modal mass respectively. When submerged in a fluid, the dynamic response of a solid body is altered by the effect of the fluid added mass. Consequently, the ratio between the natural frequency in water, f fluid i , and the natural frequency in air, f vacuum i , is approximately
Using (6), the added mass coefficient, C M , can be finally defined as
Cavitation is defined by Knapp et al. (1970) as the phenomenon that occurs when a liquid reaches a state in which vapor cavities are formed and grow due to dynamic reductions to the vapor pressure of the liquid at constant temperature. These cavities can adopt several configurations on hydrofoils submerged in a flow including traveling bubbles, attached cavities and vortices, each of which was described by Franc and Michel (2004) . For the present study, we focused on stable macro-cavities that develop on the leading edge and attach to the suction side of the hydrofoil surface. Sheet cavitation occurs when a region of separated flow is filled with vapor/gas and extends downstream until its closure zone. The length of the sheet cavity, l, with respect to the chord length, c, increases with decreasing sigma coefficient, s. Fig. 1 shows the morphology of the sheet cavitation considered in our tests. The behavior of cavity lengths extending further than one-half of the chord tends to be unstable and exhibits significant fluctuations. These fluctuating conditions were avoided during our experiments.
The photograph in Fig. 1 also shows the complex morphology of the two-phase flow that forms the cavitation sheet, as has been experimentally verified by Stutz and Reboud (1997) . In fact, the sheet is not a pure vapor pocket, but a nonhomogeneous mixture of vapor/water structures of unknown density. This characteristic is relevant when quantifying added mass effects. For instance, Ishii (1975) proposed a definition of the cavity mean density, r, that depends on the gas/vapor content of the cavity, specifically its void fraction a, which is defined as r ¼ r v aþr l ð1ÀaÞ,
where y v and y l are the volumes of the cavity in gas and liquid phases respectively.
The void fraction, a, is a local variable that determines the sonic velocity within the cavity and is related to the modal properties of the medium. Some investigations report experimental values of a for attached cavities (Coutier-Delgosha et al., 2006; Stutz and Legoupil, 2003; Stutz and Reboud, 1997) . Nevertheless, the types and morphologies of cavitation in these studies differ from the cavitation conditions produced during our tests. Recently, Aeschlimann et al. (2011) used an X-ray attenuation measurement to determine the void ratio in a cavitating mixing layer with acceptable accuracy.
Objective and methodology
The primary objective of our experiment was to quantify the added mass effects on the dynamic response of a truncated NACA0009 hydrofoil under various cavitation conditions through the coefficient C M (7). In particular, various sheet cavities with different lengths (Fig. 1 ) and supercavitation ( Fig. 2) were investigated. These conditions were generated by reducing sigma at constant flow velocity in a high-speed cavitation tunnel for two incident angles.
An excitation and measuring system capable of operating without any significant effects on either the flow field or the sheet cavity was developed and used.
A series of complementary tests considered the hydrofoil in atmospheric air, partially and completely submerged in still water and with flowing water without cavitation at two different velocities.
Additionally, the cavitation tunnel operating parameters were recorded, and the cavitation conditions were photographed to estimate the cavity dimensions and morphology.
Finally, the C M results were correlated with s/2a and with a new parameter corresponding to the entrained mass of the two-phase flow as defined by (12). Accordingly, it was possible to validate the results and to identify those factors that significantly influenced them. 
Experimental set up and methods

Excitation and measurement system on hydrofoil
An aluminum NACA0009 hydrofoil with a 100 mm chord, 150 mm span and a truncated trailing edge was used in the test section of the EPFL High-Speed Cavitation Tunnel as described by Avellan et al. (1987) . This test facility is composed of a closed loop with a rectangular test section of 150 Â 150 Â 750 mm as inner dimensions. A honeycomb, a screen and a contraction nozzle are installed upstream of the test section to avoid macroscopic flow rotation and to reduce the turbulence intensity. The blockage ratio based on the hydrofoil maximum thickness of 9.9 mm is 6.6%, and the maximum free stream velocity at test section inlet, V, is 50 m/s. The operating flow parameters that are controlled are V and the cavitation number, s¼P N À P v /(1/2rV
2 ), with P N , P v and r representing the reference pressure at the test section inlet, the vapor pressure and the fluid density, respectively. The truncated trailing edge thickness is 3.22 mm. To trigger a more uniform and homogeneous cavitation sheet along the profile span, a spanwise strip of roughness was artificially created. The strip consists of a 2 mm band of sand glued on the suction side next to the stagnation point with a thickness of approximately 200 mm (see detail on the right side of Two PZT patches made of piezoelectric ceramic material based on modified lead zirconate titanate were used as excitation and measuring systems. Each patch had a length of 61 mm, a width of 35 mm and a thickness of 0.5 mm (Fig. 3) . To keep the hydrofoil geometry and to avoid affecting the flow around the profile, the NACA0009 hydrofoil suction side was mechanized to embed the two patches (see the left side of Fig. 4 ). They were electrically isolated with a layer of epoxy, and the connections were protected and hidden inside the structure.
This type of patch and mounting was shown to work well in a preliminary test with stainless steel plates of similar dimensions and aspect ratios to the typical tunnel hydrofoils, both in air and submerged in still water. First, the intensity of the excitation signal required to sufficiently excite the plates was determined. Second, different types of excitation signals were applied, and the responses were measured in various points of the plates with accelerometers. Consequently, the experimentally determined plate natural frequencies and mode shapes were successfully compared with the theoretical ones found in the literature and also with those obtained with a classic impact test. Conversely, the use of the patch as a sensor was also verified by comparing its signals with those from the accelerometers.
The piezoelectric effect was discovered with quartz crystals in 1880 by Pierre and Marie Curie and refers to the electric potential that certain materials spontaneously generate when a pressure is applied to them. The inverse piezoelectric effect also occurs, in which a material changes its shape when exposed to an electric potential. Taking advantage of this duality, these patches may be used as either sensors or actuators. In excitation mode, a voltage is applied to the metallized surfaces that surround the ceramic material. The resulting electric field causes a contraction of the material perpendicular to the direction of the electric field. If glued to a solid substrate, the contraction of the patch exerts a force on the substrate through its surface. In sensing mode, the patches generate an electric voltage output as a response to a change in their shape. In our case, the patch next to the leading edge was used to excite the hydrofoil and the patch next to the trailing edge was used to measure the hydrofoil response (left of Fig. 4) .
A fast sine sweep (chirp) signal was used to excite a given frequency band. The sine wave frequency was linearly increased at a rate of 2 Hz/s during a period of 120 s. The output of the signal generator was amplified to feed the patch located next to the leading edge. Because the magnitude of the contracting force is dependent on the strength of the electric field, a relatively high input voltage is usually required to produce enough deformation. The voltage range for the patches used in the present study was from negative 100 V to positive 400 V. Consequently, a voltage amplifier with an amplification factor of 25 was used to feed the exciting patch.
The acquisition and conditioning system consisted of a 16 byte A/D converter and recorder with eight simultaneous input channels and a selectable sampling frequency with a maximum of 250 kS/s. For our tests, the excitation signal produced by the signal generator, the amplified signal feeding the patch and the measured response were recorded simultaneously.
Hydrodynamic conditions
To identify suitable flow conditions for the experiments, a wide range of flow speeds, sigma values and incidence angles were tested to map the hydrofoil cavitation behavior. The purpose of these trials was to find well-defined and stable testing conditions. We intended to generate a stable sheet cavity on the hydrofoil suction side with small length fluctuations. This partial cavity had to be as two-dimensional as possible with constant length in the spanwise direction. Moreover, the flow conditions had to avoid or minimize hydrodynamic sources of noise and vibration such as vortex shedding. Finally, the conditions had to prevent any cavitation from appearing on the pressure side.
It was observed that for flow velocities between 15 and 20 m/s, the cavities were not stable, and large vibrations were induced in the hydrofoil. In the range from 5 to 10 m/s, the stable cavities were not uniform along the whole span, and the two-phase mixture was not sufficiently homogeneous. For flow velocities of approximately 11 m/s, a lock-in phenomenon occurs. For incident angles between 31 and 51, the cavity was not attached to the hydrofoil suction side, and unstable shear cavitation took place instead. For incident angles lower than 11, the vortex shedding was significant, and cavitation on the pressure side also appeared. Consequently, the cavitation tunnel upstream velocity was fixed at 14 m/s, and two incidence angles of 11 and 21 were selected.
Under these conditions, steady partial cavities were obtained, with lengths ranging from 2% to 44% of the chord for an incident angle of 11 and from 2% to 75% for an incident angle of 21 by decreasing sigma. Photographs from the top and lateral sides of the test section were taken during the tests. They were obtained with a 50 ms duration flash lamp synchronized with a digital photo camera. The supercavitation condition was also investigated for both incident angles. This condition occurs when the cavity length extends beyond the hydrofoil trailing edge as shown in Fig. 2. 
Identification of natural frequencies
The modal behavior of the NACA0009 hydrofoil mounted in the cavitation tunnel test section was previously characterized by Ausoni et al. (2007) . Its modes of vibration can be compared to those of a cantilever beam. The first mode (f 1 ) is a bending mode, the second mode (f 2 ) corresponds to the torsion, and the third mode (f 3 ) corresponds to the second bending. Fig. 5 shows a schematic view of these mode shapes that were obtained from a numerical simulation.
These first three natural frequencies were determined with the hydrofoil mounted inside the test section, both when the test section was empty and full of still water. Another test was performed with the test section partially full of water with the free surface at the same level than the hydrofoil symmetry axis. In this case, the hydrofoil was in full contact with the water on its lower side and was in contact with air at atmospheric pressure on its upper side. Tables 1 and 2 indicate the starting and ending frequencies of the chirp signals used to identify the resonances for no-cavitation conditions and for cavitation conditions, respectively. It should be mentioned that the first bending mode was not considered for discussion during cavitation conditions because a contact of the blade tip cross section surface with the lateral test section wall was detected during resonance. The results under cavitation conditions, therefore, only correspond to f 2 and f 3 . The identification of the natural frequencies of the hydrofoil from the measured responses was performed using several signal processing methods capable of addressing the inherently transient nature of the excitation signal and the flow noise. This method consisted of finding the excitation frequency that provoked the maximum amplitude of the hydrofoil response resulting from resonance with a natural frequency.
Under conditions with no flow, the time signal alone is sufficient to find its maximum amplitude and corresponding frequency. For example, the measured response during a chirp excitation passing through f 1 is shown in Fig. 6 . This procedure, however, provides poor results when used during flow conditions because other hydrodynamic excitation sources including flow turbulence, vortex shedding and cavity collapse also induce significant vibrations in the structure. Consequently, the amplified resonant response is masked by noise. The averaged power spectra of signal responses measured under no flow, flow without cavitation and cavitation conditions are compared in Fig. 7 to demonstrate the different signal to noise ratios encountered with various flow types. These responses were generated with the same chirp excitation in terms of amplitude and frequency range in a bandwidth without any resonance from 180 Hz to 200 Hz at a rate of 2 Hz/s. Each 10-second time signal was divided into five segments, and the averaged power spectrum was computed. The broadband peak resulting from the sweeping excitation was clearly detected in the absence of flow. When the fluid flowed without cavitation, the vibration levels clearly increased in the entire baseband, but the dominant response corresponding to the mechanical excitation imposed by the patch was still observed. Finally, when cavitation occurred, an additional increase in noise was observed over the entire frequency range relative to the no cavitation conditions, indicating the presence of larger levels of induced vibrations. To improve the detection of the natural frequencies from such noisy signals, two different signal processing techniques were used. In the first technique, the signal response from the patch was differentiated to enhance the responses at higher frequencies. Both the excitation and response signals were then filtered in sliding frequency bands of constant bandwidth ranging from the starting to the ending chirp frequency. Finally, these filtered signals were windowed and cross correlated to measure their level of similarity. From the amplitude analysis of the resulting cross-spectra at the chirp frequency, it was possible to visually identify the resonance conditions. To prevent misinterpretation of the graphs, a mathematical tool was used to approximate the real signal with a function. Several curve fitting options were tested. In particular, an equallyweighted third degree spline has shown good results minimizing the residuals, as calculated by Eq. (10):
where L is the length of the signal, w k is the kth element of weight, (x k , y k ) is the signal kth pair of elements and (x k 0 , y k 0 ) is the spline kth pair of elements (see Fig. 11 ).
For verification purposes, a second signal processing method was also used, which consisted of a Joint Time Frequency Analysis (JTFA) based on the Short Time Fourier Transform (STFT) applied to low-pass filtered response signals to remove their high frequency noise. Using this technique, the Fast Fourier Transform (FFT) was consecutively applied to short segments of the time signal with an overlapping factor.
Both approaches showed good agreement. As an example for the case of a partial cavity with l/c of approximately 0.02 at 21, the frequency obtained with the STFT method was approximately 628.3 Hz (left side of Fig. 8 ) and approximately 632 Hz with the cross-correlation method (right side of Fig. 8) . 
Cavity surface ratio
As a first approximation, the area of the hydrofoil surface covered by the sheet cavity was considered in order to study the added mass effect. Because the cavity is composed of a mixture of vapor/gas and water with a lower average density than pure water and also because it is in contact with the hydrofoil surface, the larger this area, the lower the added mass should be. Therefore, the Cavitation Surface Ratio (CSR) has been defined as the ratio between the area of the hydrofoil surface covered by the sheet cavity and the total hydrofoil surface including the suction and pressure sides (11). For simplicity, the cavity was considered to be of a constant length, l, along the span. The mean cavity length for each condition was calculated from the top side photographs such as the one shown in Fig. 9 . In the case of supercavitation, the area occupied by cavities on the pressure side was also added to the calculation:
Entrained mass relative to normal displacement
The well-known fact that the added mass effect on a submerged structure depends on the particular mode shape that is excited, as proved by Yadikin et al. (2003) , suggests that hydrofoil deformation plays an important role in the added mass effect. If cavitation occurs, it is not only the extent of surface covered by cavitation, accounted by the CSR, but also its location relative to the hydrofoil deformations that must be considered. Moreover, the mean density of the fluid inside the cavity in contact with the deforming structure is also relevant. Therefore, different density regions within the flow in contact with the hydrofoil surface must be distinguished. Consequently, the so-called entrained mass (EM) should be computed to better understand how the flow density and its location relative to the hydrofoil displacement influence the added mass effect. The EM i is defined as the total fluid mass, m i , displaced by the hydrofoil motion relative to the maximum normal surface displacement, DY max i , and is calculated as shown in Eq. (12) where j is the number of flow regions and i indicates the particular mode of vibration. This equation takes into account the mean density, r j , and the mean displacement of the contact surface, d j , of each type of region that can be obtained after discretization of the given area and the calculation of the local displacements at each node by Eq. (13), where N is the total number of nodes:
From the cavitation lateral ( Fig. 1) and top ( Fig. 9 ) views, the area covered by the whole sheet cavity can be adequately identified and delimited. However, two different cavity morphologies can be distinguished depending on the visual aspect. For instance, on the top view in Fig. 9 , the cavity appears to be quite transparent on both lateral sides while looking foamier in the central region. Increase transparency indicates a high void ratio that could be due to the 3-D effects of the tunnel test section lateral walls. These effects suggest that the lateral sides of the cavity closure are not parallel to the spanwise direction, but oblique. Consequently, the reentrant jet direction is inclined towards the center of the leading edge and its component that is parallel to the flow is lower. Under such conditions, the cavity behavior is expected to exhibit a more stable behavior, and the amount of vapor phase is also increased (Franc and Michel, 2004) . Therefore, these zones can be characterized with a higher void ratio. The central area where the cavity appears foamy is composed of the shedding of a mixture of small cavitating vortices/bubbles with water. This zone presents a more heterogeneous flow and a lower void ratio. The portion of the hydrofoil surface downstream of the closure region has been considered to be full of pure water, although some shed vortices can still be observed on it. In summary, three hydrofoil regions covered by different fluid flow densities were distinguished simply by visual observation of the photographs. One such example is shown on the right side of Fig. 9 , where the transparent cavity is shown in blue, the foamy cavity in green and the no cavitating flow in black. This region identification is consistent with the work performed by Stutz and Reboud (1997) that suggests a cavitating flow pattern composed of different characteristic areas for sheet cavitation in a cavitation tunnel Venturi-type test section. They reported that the reverse flow due to the re-entrant jet decreases the void ratio along the cavity and that the maximum measured void ratios can reach approximately 0.8.
For our calculations, cavitation was considered to be a biphasic mixture of water vapor and liquid with a pure water vapor density of 1.74 Â 10 -2 kg/m 3 (saturated vapor at 20 1C) and a pure liquid water density of 1000 kg/m 3 . A void ratio of 0.9 was given to the transparent cavitation regions and a value of 0.7 to the foamy regions. These values were selected to force the linear regressions shown in Fig. 14 to pass as close as possible to the origin as the entrained mass is expected to be negligible for the condition in air.
Because it was not possible to measure the hydrofoil displacements under resonance conditions during the experiments, a Finite Element Model (FEM) in the ANSYS s software was used to simulate the three mode shapes (Fig. 5) . To ensure a consistent geometry, the NACA0009 profile was surrounded by a cubic volume of fluid (see Fig. 10 ) and several boundary conditions were defined. As the hydrofoil is clamped in the test section on one side, the equivalent area displacement was constrained in all three directions. All fluid walls were considered to be fully reflective. To ensure that there is no relative movement between the fluid and the hydrofoil, both domains were coupled by setting a fluid structure interaction condition in the interface. This particular condition at the fluid-structure mesh interface causes the acoustic pressure to exert a force on the structure, and the structural motion produces an effective fluid load. Then, the nodes at the interface have both pressure and displacement degrees of freedom. 28 725 and 329 250 hexahedral elements were used for the solid and fluid domains respectively. The solid domain was modeled as linearly elastic with isotropic material behavior. The fluid domain was simulated as a compressible and inviscid fluid with no net flow and whose mean density and pressure are uniform in the domain. Two modal analyses were performed that considered the fluid domain to be pure air and pure water. The numerical results in air and in still water were compared with those experimentally obtained using the methods explained in Section 4.3. As can be seen in Table 3 , they show good agreement, with a maximum error of approximately 5%, which was calculated as errorð%Þ ¼ f empirical Àf simulation f simulation 100: ð14Þ
From the FEM solution, the normal displacements of the element nodes on the top surface, 9DY k 9, were obtained. Then, taking advantage of the domain discretization, the positions of all the element nodes was superimposed over the top photographs, as shown on the right of Fig. 9 , such that each point corresponded to a node with a known absolute displacement. For simplicity, the geometry was assumed to be a flat plate. After dividing the total surface into three regions, each element node was assigned to its corresponding area with a given mean density. For each region, all displacements were averaged and normalized by the maximum normal displacement found for the total hydrofoil surface (13). Finally, Eq. (12) was developed to calculate the approximate entrained mass EM i by considering the so-called ''trans'' (for transparent), ''foamy'' and ''water'' regions. The first two correspond to the cavity and the last corresponds to the flow outside the cavity.
Results and discussions
The photographs in Fig. 11 show some examples of the stable sheet cavities observed during the tests at 11 (top) and 21 (bottom). In the top photographs, a short cavity occurs that extends the roughness band downstream. As sigma is decreased, the cavity length clearly increases. It should also be noted that a small number of cavitation spots have also appeared on the pressure side of the hydrofoil at both incidence angles, but only during supercavitation conditions.
The plots in Fig. 12 show the evolution of the amplitude of the gain between the response and the excitation signals at the wave sine frequency around f 3 for an incident angle of 11. Rather than use visual identification, a third degree spline curve fitting was calculated to establish a criterion to select the maximum amplitude and the corresponding frequency. The resulting curves, shown in red, were obtained by considering approximately 200 equally distributed samples focused on the approximate peak. Analogous treatments were performed for all other testing conditions.
In Table 4 , the values of f 1 , f 2 and f 3 are listed for the tests performed at 11 and 21 with the test section empty of water (air), full up to its lower side (half wetted), completely full with still water (water), and with a flow velocity of 7 m/s and 14 m/s without cavitation. The frequencies corresponding to the hydrofoil in air were taken as f vacuum to quantify the added mass coefficient, C M , defined by Eq. (7).
In Tables 5 and 6 , the results for f 2 and f 3 at 14 m/s with different cavitation conditions are presented for 11 and 21, respectively. The cavity length to chord ratio, the sigma, the CSR, the EM and the C M are indicated. The last row of data corresponds to supercavitation. In particular, the percent uncertainty was estimated to be approximately 9% for l/c and CSR, 3% for s, 2% for C M and between 4% (long cavities) and 10% (short cavities) for EM. For the frequencies calculation, it is approximately 1%. Response gains as a function of excitation frequency (gray) and spline approximations (red) used to identify f 3 at 11 for each sheet cavitation scenario. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.) Table 4 Natural frequencies and C M values of the hydrofoil in air, partially (half wetted) and completely submerged in still water, and with no cavitation flows at 7 and 14 m/s for incident angles of 11 and 21 (in the latter cases the sigma is also indicated). An examination of the figures suggests that for each mode, the maximum added mass coefficient corresponds to the situation in which the hydrofoil is completely submerged in still water. Comparing the results of various modes, the largest effects are found for the 1st bending (C M1 E3.31), followed by the 2nd bending (C M3 E2.56) with lower effects occurring in the torsion mode (C M2 E1.74). The fact that the added mass depends on the mode shape has been observed in previous studies, i.e. the experimental one of Rodriguez et al. (2006) . Furthermore, Yadykin et al. (2003) predicted that higher harmonics should exhibit less significant effects, as it occurs between the two bending modes in our case.
If the hydrofoil is half wetted with still water, the coefficients are reduced by approximately 50% for all modes. For flowing conditions without cavitation, the added mass coefficients are similar for both incident angles, with no apparent correlation with the angular position. However, the effects of supercavitation are slightly larger at 21 than at 11 with an approximate increase of 47% for f 2 and of 35% for f 3 .
Another interesting comparison can be made between the results obtained with the half wetted profile and with supercavitation. The supercavitation added mass difference may result from the free surface effect. When performing the modal analysis of the half wetted hydrofoil, traveling pressure waves caused by the structure motion are clearly seen on the free surface. These waves would lead the fluid-structure system to a higher modal mass. To analyze the added mass effects under sheet cavitation conditions, the C M' s indicated in Tables 5 and 6 for f 2 and f 3 are plotted in Figs. 13 and 14 as functions of s/2a and EM respectively. In Fig. 13 , the trends show that the added mass effects decrease with decreasing s/2a. This decrease in s/2a increases the dimensions of the attached cavity as quantified by the CSR. Nevertheless, the data appear dispersed in Fig. 13 with no linear dependence on s/2a. This result supports the notion that the average density of the cavity and its location relative to the hydrofoil deformations plays a role in these effects. This hypothesis is confirmed by the correlation between the C M' s and the EM's presented in Fig. 14. In this case, the data points from different cases exhibit a similar linear dependence. A linear regression was calculated for the two modes and the two incident angles. The resulting equations and coefficients of determination, R 2 , are indicated on the graph. For each of the regressions, the R 2 is above 0.9, which validates the approach based on the EM concept and permits its use as an appropriate technique to predict the added mass effects in cavitating hydrofoils.
Conclusions
The added mass effects of the flow surrounding a 2-D NACA009 hydrofoil have been experimentally determined with still water, flowing water without cavitation, sheet cavities of different sizes and with supercavitation. For that purpose, two PZT patches mounted on the hydrofoil surface were successfully used to excite and measure the frequency response without altering the flow. The variation of the hydrofoil natural frequencies relative to the air condition has permitted the calculation of the added mass coefficients.
The maximum added mass coefficients were found for the hydrofoil completely submerged in still water. In this case, the largest effects corresponded to the 1st bending mode f 1 (C M E3.31), followed by the 2nd bending mode f 3 (C M E2.56). The lower effects occurred in the torsion mode f 2 (C M E1.74).
If the hydrofoil is half-wetted with still water, the effects are approximately reduced by 50% relative to the fully wetted condition. However, the results with supercavitation are between 70% and 83% lower than in the half wetted condition.
With an incident angle of 21, the effects of supercavitation were slightly larger than at 11. Meanwhile similar effects for both incident angles were found for flowing conditions without cavitation.
For sheet cavitation conditions, the added mass effects for modes f 2 and f 3 decrease with s because of increases in the CSR. The added mass coefficients exhibit similar linear correlation with the EM. The EM takes into account the dimensions and average density of the macro-cavity as well as the relative displacements of the surrounding two-phase flows induced by the specific hydrofoil deformations at each resonance. This result confirms the validity of the experimental data obtained using the set-up and methodology described previously. The parameters influencing the added mass effects on hydrofoils under sheet cavitation conditions were also identified.
